
FEATURES & BENEFITS 

 Easy to use and apply 

 Use with thermal or 
laser 2-part labelling 
system labels 

 Choice of 3 lengths; 
20mm, 30mm, 50mm 

 Wide range of  
diameters from  
OD Ø 1.2mm to 14mm 

 Because of this 
special design it is 
possible to slide the 
blank tubing onto the 
wire prior to 
termination. The label 
can then be inserted 
at any time  during or 
after termination. 

                       PRODUCT DATASHEET 

This is a multipage document, all pages 
must be read in conjunction with each other 

Clear tubing for use with the 2-part labelling system. The tubing acts 
as both the carrier and protector for the label. 

Tubing is available in various sizes depending on the diameter of the 
cable, whatever the size, it still takes the same label. Additionally, the 
tubing and matching labels are available in three sizes; 20mm, 30mm 
and 50mm. The longer the label, the more characters that can be 
printed. 

 

Material PVC 

Standard Colours Clear 

RoHS (EU 2002/95/EC) RoHS Compliant  

TECHNICAL DATA 

PRODUCT TESTING 

Test Method 

Moisture Resistance MIL-STD-202G Method 106G 

Low Temperature 72 hours @ -40°C MIL-STD-810F Method 502.4 

High Temperature 500 hours @ 70°C MIL-STD-202G Method 108A 

Hydrogen Sulphide H2S Sour Gas Exposure (2% H2S) 

UV Weathering 500 hours* ISO 4982 Part 3 Method A Cycle 1 

Salt Mist Spray IEC60068-2-52 Test Kb Salt Mist (Cyclic) 

* Limited external applications generally away from direct sunlight but may be suitable in control boxes etc. Labels generally for internal 
use such as, control rooms, power stations, substations etc. 

Storage Instructions Store between 50º F (10º C) and 77º F (25º C) 

Shelf Life 2 Years 

Conditions Keep in dark conditions 

Humidity Resistance 35% to 65% RH 
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SILVER FOX 

CATALOGUE 

TIP - TIME INTO  
PROFIT BROCHURE 

ORDER INFORMATION 

Product Code 
Wire/Cable  
OD Ø  (mm) Tube Length (mm) Qty / Pack 

LT/1-2/20 1.25 - 2.5 20mm     1000 

LT/1-2/30 1.25 - 2.5 30mm     1000 

LT/1-2/50 1.25 - 2.5 50mm     1000 

LT/2-4/20 2.5 - 4.0 20mm     1000 

LT/2-4/30 2.5 - 4.0 30mm     1000 

LT/2-4/50 2.5 - 4.0 50mm     1000 

LT/3-5/20 3.0 - 5.0 20mm     1000 

LT/3-5/30 3.0 - 5.0 30mm     1000 

LT/3-5/50 3.0 - 5.0 50mm     1000 

LT/4-7/20 4.0 - 7.0 20mm     1000 

LT/4-7/30 4.0 - 7.0 30mm     1000 

LT/4-7/50 4.0 - 7.0 50mm     500 

LT/6-10/20 6.0 - 10.0 20mm     500 

LT/6-10/30 6.0 - 10.0 30mm     500 

LT/6-10/50 6.0 - 10.0 50mm     500 

LT/10-14/20 10.0 - 14.0 20mm     500 

LT/10-14/30 10.0 - 14.0 30mm     500 

LT/10-14/50 10.0 - 14.0 50mm     500 

STEP 1 STEP 2 STEP 3 

   

Slide the tubing onto the  
cable/wire  

Pull the printed label through 

 the tubing 

Tear/cut off tail  

HOW IT WORKS 
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